
 
 
 

STRAIN-LIFE ASSESSMENT OF GRAINEX MAR-M 247 
FOR NASA’S TURBINE SEAL TEST FACILITY 

 
 
 

Irebert R. Delgado 
U.S. Army Research Laboratory 

Glenn Research Center 
Cleveland, Ohio 44135 

 
Gary R. Halford and Bruce M. Steinetz 

National Aeronautics and Space Administration 
Glenn Research Center 
Cleveland, Ohio 44135 

 
Clare M. Rimnac 

Case Western Reserve University 
Cleveland, Ohio 44106 

 
 
 
ABSTRACT 

NASA’s Turbine Seal Test Facility is used to test air-to-
air seals for use primarily in advanced jet engine 
applications. Combinations of high temperature, high speed, 
and high pressure limit the disk life, due to the concern of 
crack initiation in the bolt holes of the Grainex Mar-M 247 
disk. The primary purpose of this current work is to 
determine an inspection interval to ensure safe operation. 
The current work presents high temperature fatigue strain-
life data for test specimens cut from an actual Grainex Mar-
M 247 disk. Several different strain-life models were 
compared to the experimental data including the Manson-
Hirschberg Method of Universal Slopes, the Halford-
Nachtigall Mean Stress Method, and the Modified Morrow 
Method. The Halford-Nachtigall Method resulted in only an 
18% difference between predicted and experimental results. 
Using the experimental data at a –99.95% prediction level 
and the presence of 6 bolt holes it was found that the disk 
should be inspected after 665 cycles based on a total strain of 
0.5% at 649 °C.  

 
 

INTRODUCTION 
The High Temperature High Speed Turbine Seal test 

facility (figure 1), located at NASA’s Glenn Research Center 
in Cleveland, Ohio provides critical testing of air seals for 
aircraft engines at conditions of high air temperatures, high 
seal pressures, and surface speeds greater than 305 m/s.  

The test facility uses a disk made of Grainex Mar-M 
247, a cast nickel based superalloy. Analysis has shown that, 
in the vicinity of the disk bolt holes, the material slightly 
enters the plastic region of the stress-strain curve [1]. Due to 
these demanding test conditions, the possibility exists that 

fatigue cracks will develop with cycling at the 6 bolt hole 
locations, which fasten the test disk to the main shaft of the 
test stand. If allowed to grow to a critical size, the cracks 
could cause the disk to catastrophically burst during use. 
 Preliminary analyses by Tong and Steinetz [1] have 
placed a strain-life fatigue limit, Lsys, of 6000 cycles based 
upon an equivalent –3σ reduction factor and a probabilistic 
approach [2] accounting for n = 6 bolt holes: 
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Figure 1.—NASA Glenn Research Center  

turbine seal test facility. 
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eq. (1) is based on the Lundberg-Palmgren [3] analysis for 
rolling element bearing system lives. L is the predicted life 
for a disk with a single bolt hole. The predicted life, L, and 
Weibull slope parameter, e, are assumed to be identical for 
all six disk bolt holes. One cycle is defined as a ramp up and 
down in speed.  

In this study, strain-life tests were conducted over 
various strain ranges at a temperature of 649 °C to determine 
the cycles to crack initiation. This data was compared with 
previous analyses as well as literature data and strain-life 
model estimates based upon tensile data.  

 

NOMENCLATURE 
3σ  =  3 standard deviations 
A  =  constant coefficient 
B  =  constant coefficient 
C  =  constant coefficient 
b  =  fatigue strength exponent 
c  =  fatigue ductility exponent  
e  =  Weibull slope parameter = 3.57 (Gaussian) 
E  =  Young’s Modulus 
k  =  transfer function 
L  =  calculated disk life 
Lsys   =  overall system life  
n     =  number of bolt holes = 6 
R  =  strain ratio = εmin/εmax 
R2  =  coefficient of determination 
Ni  =  cycles to crack initiation 
Nf  =  cycles to failure 
Nt0  =  transition life under zero mean stress 
Nf0  =  cycles to failure under zero mean stress 
Nfm  =  cycles to failure in presence of mean stress 
Veff  =  effective ratio of mean stress to stress 

  amplitude 
Vσ  =  ratio of mean stress to stress amplitude 
α  =  constant exponent 
δσm  =  change in mean stress [MPa] 
∆ε  =  total strain range 
∆εel  =  elastic strain range 
∆εin  =  inelastic strain range 
∆σ  =  stress range [MPa] 
εa  =  strain amplitude 
εf  =  true fracture ductility 

′ε f   =  fatigue ductility coefficient 

εf  =  true fracture strain 
εmin  =  minimum strain 
εmax  =  maximum strain 
σa  =  stress amplitude [MPa] 

′σ f   =  fatigue strength coefficient [MPa] 

σf  =  true fracture strength [MPa] 
σm  =  mean stress [MPa] 
σuts  =  ultimate tensile strength [MPa] 
σy 0.2% =  0.2% yield strength [MPa] 
%EL =  percent elongation 
%RA  =  percent reduction in area 
%∆ε =  percent total strain range 

 

MATERIALS AND METHODS: TENSILE BEHAVIOR 
 
Experimental 

Tensile tests were performed at Mar-Test Inc. in 
Cincinnati, Ohio per ASTM E-8, ASTM E-21, and ASTM E-
83 Class B-2 standards. The tensile test specimen geometry 
was 3.56 mm in diameter by 50.8 mm in length per ASTM 
E-8 small-size specimens. Four tensile specimens were taken 
from a Grainex Mar-M 247 sacrificial disk and tested. 
Tensile testing was conducted on a hydraulic servo 
controlled test system with a box furnace for specimen 
heating. Thermocouples were positioned at the gage radius to 
monitor temperature. The tensile tests were conducted at  
649 °C at a strain-rate of 0.00028 s–1. 
 
 
MATERIALS AND METHODS: FATIGUE STRAIN-
LIFE BEHAVIOR 
 
Experimental 

Fatigue strain-life testing was also performed at Mar-
Test, using a closed loop, servo-hydraulic test system 
complying with ASTM E-4, ASTM E-606, and ASTM E-83 
Class B-2 standards. Induction heating was utilized for 
specimen heating. Test temperature was controlled to  
within 1%. 

The specimen geometry was 3.18 mm in diameter and  
50.8 mm in length per ASTM E-606 standards. A total of  
15 strain-life specimens were obtained from the sacrificial 
disk. The tests were conducted in air at 649 °C at a strain 
ratio of R = 0, cycled at 0.33 Hz using a triangular waveform. 
Five strain ranges were tested (0.50%, 0.58%, 0.67%, 0.78%, 
and 0.90%) with three repeats at each strain range. The 
cycles to crack initiation, Ni, and cycles to failure, Nf, were 
recorded for each test. Ni was defined as a rapid change in 
the load versus time history plot (figure 2) while Nf was 
defined as complete specimen separation.  

 
 

 

 
Figure 2.—Sample load- and strain-time  

history indicating Ni. 

 
 
 

Ni
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Data Analysis 
The fatigue strain-life results were evaluated following a 

simple linear model in log-log coordinates: 
 

 ( )%fN A α= ∆ε  (2) 
 
where the constant A and exponent α were determined. 
Linear regression analysis of the log-log transformed fatigue 
strain-life behavior was conducted to determine the 
coefficient A and the exponent α for the R = 0 data. Thus,  
 
 ( ) ( )log log log %= + α ∆εfN A  (3) 

 
Standard statistical analyses were also performed to check 
for significance of the regression, R2, test for normal 
distribution, outliers, lack-of-fit, and also to calculate the  
–99.95% prediction interval. [4] 
 
Method of Universal Slopes 

The Manson-Hirschberg Method of Universal Slopes 
(MUS) was used to estimate strain life with zero mean stress 
based only upon tensile data [5]: 
 
 ∆ε = ∆ε + ∆εel pl  (4) 
 
 ∆ε = +b c

f fBN CN  (5) 
 

 ( ) ( )0.12 0.60.6
0 03.5

− −σ∆ε = + εuts
f f fN N

E
 (6) 

 
Thus, the total strain range is the sum of the elastic strain 
range (first term) and the plastic strain range (second term). 
 
Mean Stress Effects 

To estimate the effect of mean stress on cyclic life the 
Halford-Nachtigall Method was used with the MUS [6]: 

 
 0

− −
σ= −b b

fm fN N V  (7)  
 
The relationship is derived from [7]: 
 

 ( )'2 −∆σ = σ − σ b
f m fmN  (8)  

 
This is Morrow’s original equation [8] except that Nfm is used 
instead of 2Nfm. 

The value for b was –0.12 from the MUS. Nf0 was 
calculated using the ratio of the inelastic strain range and the 
elastic strain range from the MUS at ratios of 0.3, 0.2, 0.1, 
0.08, 0.05, and 0.02. Veff was substituted for Vσ [6]: 

 

where  σ
σ= =
σ

m
eff

a
V k kV  (9)   

 

and 
2

exp 70
  ∆ε = −  ∆ε   

in

el
k   (10) 

 
At the beginning of each test, note that for zero to maximum 

loading it is assumed that 1σ =
σ

m

a
. This could be true if the 

cycle is elastic, but as plasticity is encountered the mean 
stress ratio begins to relax according to eq. (9) and eq. (10). 

 
Modified Morrow with Mean Stress Effects 

The Modified Morrow equation was used to account for 
mean stress, σm, effects resulting from the R = 0 tests [7]: 
 

 ( ) ( )1 2 1 2
′    σ σ σ′ε = − + ε −      ′ ′σ σ   

c
bb cf m m

a f f f
f f

N N
E

 (11)  

 
The coefficients and exponents were calculated using the  
R = 0 strain-life test data and E from the tensile tests. 
Constraints were placed on exponents b and c based upon 
previous observations on engineering metal behavior [7]: 
 
 –0.12 ≤ b ≤ –0.05 (12) 
 
and 
 
 –0.9 ≤ c ≤ –0.5 (13) 
 
In using eq. (11), various values of σm were assumed as 
needed. 
 
Fractographic Examination 

The fracture surfaces of fatigued specimens were 
cleaned in acetone, alcohol rinsed, and air dried to facilitate 
fractographic examination. Surfaces were examined using 
light stereomicroscopy and a JEOL JSM-840A scanning 
electron microscope (SEM) using secondary electron [SE] 
and backscattered electron [BE] modes to determine crack 
initiation sites. 
 
RESULTS: TENSILE BEHAVIOR 
 
Properties 

Mean tensile properties of the four tensile tests for the 
Grainex Mar-M 247 material were determined at 649 °C and 
are shown in table 1. The ultimate tensile strength and 0.2% 
offset yield stress were found to be 1064 MPa and 821 MPa, 
respectively. 

 
Table 1.—Mean tensile test results for  

Grainex Mar-M 247 at 649 °°°°C. 

 E 
GPa 

σuts 
MPa 

σy 0.2% 
MPa %RA %EL σf 

MPa εf
 

avg 194.3 1064 821.0 16 6.9 1268 0.177
std. 
dev. 12.6 20 18.3 1 1.0 31 0.015
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RESULTS: FATIGUE STRAIN-LIFE 
 
R = 0  

The cycles to crack initiation, Ni, and cycles to failure, 
Nf, were determined for each of the R = 0 fatigue strain-life 
tests at 649 °C (table 2). Due to cycle recorder malfunctions 
in the data acquisition system, some results were unavailable. 

Linear regression analysis of the R = 0 total strain range 
versus cycles to crack initiation (Ni) cyclic strain life tests  
(table 2) resulted in an exponent, α, of –6.48 and a 
coefficient, A of 162.18 with R2 = 0.86 using eq. (2). (figure 
3, 99.95% prediction interval shown). 

Linear regression analysis of the R = 0 total strain range 
versus cycles to failure (Nf) cyclic strain life tests (table 2) 
resulted in an exponent, α, of –5.62 and a coefficient, A, of 
316.23 with R2 = 0.87 using eq. (2). (figure 4, 99.95% 
prediction interval shown).   

Table 3 summarizes the mean and –99.95% prediction 
cyclic life for the R = 0 data at both cycles to crack initiation 
and cycles to failure at the 0.5% design strain range of the 
Grainex Mar-M 247 disk (see also figures 3 and 4).  
The –99.95% prediction intervals give a failure rate of 1 in 
2000 parts. 

 
 

Table 2.—Grainex Mar-M 247 strain-life  
test results at 649 °°°°C, R = 0. 

%∆ε Ni Nf 

0.50 25917 26939 
0.50 9557 10697 
0.58 12266 12566 
0.58 2450 2842 
0.58 5910 7970 
0.67 2056 3056 
0.67 3114 3842 
0.67 1322 2234 
0.78 585 723 
0.78 792 1352 
0.78 680 1254 
0.90 513 889 
0.90 * 554 

* Ni occurred between 295 and 500 cycles. 
 
 

Table 3.—Grainex Mar-M 247 mean and –99.95%  
cyclic strain-life predictions at 649 °°°°C  

at the 0.5% design strain range. 
R-Level 0 

Statistic Mean –99.95% 

Ni (cycles) 14500 1100 

Nf (cycles) 15500 1600 

 
 

 
Figure 3.—Crack initiation strain-life results for 

Grainex Mar-M 247, R = 0, 649 °°°°C, triangular 
waveform, 0.33 Hz. Ni was plotted on  

the abscissa while %∆∆∆∆εεεε was  
plotted on the ordinate. 

 
 

 
Figure 4.—Cycles to failure strain-life results for 

Grainex Mar-M 247, R = 0, 649 °°°°C, triangular 
waveform, 0.33 Hz. Nf is plotted on the  

abscissa while %∆∆∆∆εεεε is plotted  
on the ordinate. 

 
 
 
Method of Universal Slopes 

The estimated cycles to failure, Nf0, was plotted against 
the total strain range, ∆ε, for the Grainex Mar-M 247 
material using tensile data (table 1) as input for the MUS 
(figure 5). The plastic and elastic strain lines were also 
plotted. The transition life, Nt0, wherein the elastic and 
plastic strain ranges are equal, was found to be 400 cycles to 
failure. 
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Mean Stress Effect 
A comparison was made between the MUS, the MUS 

with mean stress effects (eq. (7)), and R = 0 data for the 
Grainex Mar-M 247 material (figure 6). The 0.5% design 
strain is also shown in figure 6 and compared with the data 
and both estimation methods. 
 
Modified Morrow with Mean Stress Effects 

Calculated coefficients and exponents for the Modified 
Morrow equation, eq. (11), resulted in an R2 value of 0.93. 
The coefficients and exponents (table 4) were then used in 
the Modified Morrow equation and compared to 
experimental Grainex Mar-M 247 strain-amplitude data 
(figure 7). The design strain of the Grainex Mar-M 247 disk 
is also shown at 0.5% strain range. 

Assuming the ratio of mean to alternating stress was 
equal to 1 at the start of the strain-life tests, Vσ was 
calculated at the approximate half-life for each test (table 5). 

The variation of mean stress and range of stress was also 
compared with increasing strain amplitude (figure 8). Point 
P1 through point P2 is the elastic line. Point P2 defines 
where the mean stress and range of stress are equal. Point P3 
defines the point of zero mean stress. Finally, point P3 to P4 
is the region of zero mean stress. 

 
 

Table 4.—Calculated coefficient and exponent  
values for the Modified Morrow Equation for  

Grainex Mar-M 247 at 649 °°°°C. 
Coefficients Value 

f′σ  (MPa) 1507 

f′ε  0.027 
Exponents Value 

b –0.090 
c –0.627 

 

Table 5.—Comparison of Vσσσσ at Nf = 1 and Nf/2  
for Grainex Mar-M 247 at 649 °°°°C, R = 0. 

at N = 1 at Nf/2 at Nf/2 strain 
range Vσσσσ σσσσm [MPa] σσσσa [MPa] Vσσσσ 
0.50 1 344.1 463.3 0.74 
0.50 1 281.0 472.7 0.59 
0.58 1 295.1 513.7 0.57 
0.58 1 247.9 562.3 0.44 
0.58 1 265.8 556.1 0.48 
0.67 1 227.5 598.5 0.38 
0.67 1 206.9 600.6 0.34 
0.67 1 180.6 608.1 0.30 
0.78 1 100.3 745.0 0.13 
0.78 1 153.8 669.5 0.23 
0.78 1 106.9 706.7 0.15 
0.90 1 88.6 734.7 0.12 
0.90 1 60.0 781.2 0.08 

 
Figure 5.—Strain-life prediction using the Method  

of Universal Slopes equation and Grainex  
Mar-M 247 tensile data at 649 °°°°C. 

 

 
Figure 6.—Comparison of MUS, MUS with mean 

stress effects, and data for Grainex  
Mar-M 247 at 649 °°°°C. 

 
Figure 7.—Comparison of NASA Grainex Mar-M 247  

R = 0 data with the Modified Morrow  
equation at 649 °°°°C. 
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Fractographic Examination 
 The majority of the crack initiation sites were observed 
at the gage cross-section perimeter and initiated at carbides. 
As expected, the fracture surfaces exhibited 3 areas or stages 
of cracking—crack initiation, propagation, and failure or 
overload (figure 9).  
 
 
DISCUSSION: TENSILE BEHAVIOR 

The NASA Grainex Mar-M 247 tensile properties were 
within 5 to 10% of values reported in the literature data  
(table 6) [10,11]. The exception was in the %RA data where 
the NASA values were 30 to 40% higher than that reported 
in the literature. The higher values were most likely due to a 
slight amount of necking observed in the gage sections of the 
tensile test specimens. 
 
 

Table 6.—Comparison of average Grainex Mar-M 
247 tensile properties at 649 °°°°C with literature. 

 NASA* Kaufman* [10] Howmet [11] 
No. Samples 4 2 N/A 

E [GPa] 194.3 N/A 179.3 
σUTS  [MPa] 1064.4 1011.5 1027.3 
σy(0.2%) [MPa] 821.0 799.1 827.4 
%RA 16 9.7 10.7 
%EL 6.9 7.1 7.0 
* average data 
 
 
DISCUSSION: FATIGUE STRAIN-LIFE 
 
R = 0 

Testing at R = 0 and 649 °C addressed the actual 
localized conditions the Grainex Mar-M 247 disk bolt holes 
encounter in the Turbine Seal Test Facility. Specifically, the 
disk is strained from a zero to maximum strain when the 
surface speed increases from zero to maximum during 
testing. The –99.95% prediction interval (1 failure in 2000 
samples) on cyclic life was chosen since it was more 
conservative than the mean cyclic life by a factor of 
approximately 10. As expected, more data scatter was 
observed at the lower strain ranges. Overall the cyclic life to 
crack initiation of the bolt holes of the Grainex Mar-M 247 
disk at the 0.5% design strain with R = 0 and the lower 
bound of the 99.95% prediction interval was found to be  
1100 cycles. This was nearly 6 times less than the cyclic life 
predicted from previous analyses [1]. 

 

Comparison to Literature 
Comparison of the NASA Grainex Mar-M 247 R = 0 

strain-life data with data reported by Kaufman showed good 
agreement (figure 10) [10]. The NASA data at 649 °C fell in 
between the 427 °C and 760 °C data reported by Kaufman 
[10]. As expected, cyclic lives decreased with increasing 
temperature for a constant strain range.  

 
Figure 8.—Variation of mean stress and range  

of stress with strain amplitude at Nf/2 for  
Grainex Mar-M 247 at 649 °C. [9] 

 
 

Figure 9.—Typical fatigue crack growth stages for 
Grainex Mar-M 247 strain-life specimen  

at 649 °°°°C. SEM – BE mode at 100x. 
 

 
Figure 10.—Comparison of NASA Grainex Mar-M 

247, R = 0 strain-life data with literature. [10] 
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Comparison with MUS, Mean Stress Effects and 
Data 

Both the MUS and eq. (7) provide a means to predict 
fatigue strain-life by use of only tensile data. It was expected 
that the MUS would over-predict the R = 0 data (figure 6) 
since it was generally used in comparing R = –1 data. At the 
design point of 0.5% total strain, the MUS predicted Nf0 at  
100,000 cycles. This is 5 times greater than the average R = 0 
data of approximately 20,000 cycles. In comparison, eq. (7) 
predicted a life of approximately 23,500 cycles (figure 6). 
Thus, a more accurate prediction of life at the 0.5% total 
strain design point was found using only tensile data and 
modifying the MUS to account for mean stress effects. 
 
Comparison to Modified Morrow Equation 

Parametric curves of constant mean stress were 
compared to the experimental results on a strain-amplitude 
versus cycles to failure plot using results of the Modified 
Morrow strain-life analysis (figure 7). As expected, higher 
mean stresses were observed at lower strain levels while 
lower mean stresses were observed at higher strain levels 
(figure 8) [9]. This is because the larger the strain range, the 
greater the degree of relaxation of the initial mean stress 
imposed by the R = 0 strain condition. The effect of mean 
stress on cyclic life was more pronounced at lower strain 
levels (table 5). For example, at the design strain level of 
0.5% total strain, the average mean stress was  
313 MPa, while at 0.9% total strain, the average mean stress 
was 74 MPa. 

As expected, cyclic life decreased as mean stress 
increased for constant strain amplitude (figure 7). For 
example at the design point of ∆ε = 0.5% (εa = 0.0025) the 
difference in cyclic life between the σm = 0 MPa line and the 
σm = 172 MPa line was nearly a factor of four. The R = 0 
data were observed to trend towards a zero mean stress at the 
highest strain range (εa = 0.0045). Finally, as expected, 
compressive mean stresses predict an increase in cyclic life. 
 
 
SUMMARY 

Tensile properties for the Grainex Mar-M 247 disk at  
649 °C were presented and compared with literature data. 
Fatigue strain life data for the same material were also 
presented at 649 °C at strain ranges of 0.50%, 0.58%, 0.67%, 
0.78%, and 0.90%. Both the tensile and R = 0 strain-life data 
were comparable with literature. 

Evaluation of mean stress effects showed a large effect 
on cyclic life. The Halford-Nachtigall Method used with the 
MUS was practical for predicting R = 0 life using only 
tensile data at 649 °C. A difference of only 18% in cyclic life 
was observed between predicted and experimental lives at 
the design point of 0.5% strain range. The 10,000 cycle limit 
suggested by the Modified Morrow analysis at the 0.5%  
 

design strain range can be reduced accordingly to 1500 
cycles using an equivalent –3σ reduction factor and 
probabilistic accounting for the 6 bolt holes using eq. (1).  

During operation the turbine disk is generally cycled at 
zero to maximum strain conditions (R = 0). At the design 
strain of ∆ε = 0.5% the R = 0 results lead to, at the –99.95% 
prediction level, a cyclic crack initiation life of 1100 cycles 
which is nearly 6 times less than the initial predicted cycles 
to failure obtained previously by Tong and Steinetz [1]. 
Probabilistic accounting for the 6 bolt holes using eq. (1) 
gives the most conservative result of 665 cycles with 6 bolt 
holes.  

Thus, using the experimental data at a –99.95% 
prediction level and the presence of 6 bolt holes it was found 
that the disk should be inspected for surface cracks after 665 
cycles based on a total strain range of 0.50% at 649 °C. 

 
 
REFERENCES 
 
[1]  Tong, M., and Steinetz, B., 1997, “Grainex Mar-M 247 
Disk FEA Thermal and Stress Analysis,” NASA High Speed 
Seal Test Rig Engineering Manual, NASA Glenn Research 
Center, Cleveland, Chapter 7. 
[2]  Melis, M.E., Zaretsky, E.V., and August, R., 1999, 
“Probabilistic Analysis of Aircraft Gas Turbine Disk Life 
and Reliability,” AIAA Journal of Propulsion and Power, 15,  
pp. 658–666. 
[3]  Lundberg, G., and Palmgren, A., 1947, “Dynamic 
Capacity of Rolling Bearings,” Acta Polytechnica, 
Mechanical Engineering Series, 1, pp. 1–49. 
[4]  Keller, D.J., 1992, Introduction to Regression, 
RealWorld Quality Systems, Inc., Fairview Park. 
[5] Manson, S.S., 1965, “Fatigue—A Complex Subject,” 
Experimental Mechanics, 5, pp.193–226. 
[6]  Halford, G.R., and Nachtigall, A.J., 1980, “Strainrange 
Partitioning Behavior of an Advanced Gas Turbine Disk 
Alloy AF2-1DA,” Journal of Aircraft, 17, pp. 598–604. 
[7]  Dowling, N.E., 1999, Mechanical Behavior of Materials: 
engineering methods for deformation, fracture and fatigue, 
Prentice-Hall, Inc., Upper Saddle River. 
[8]  Morrow, J., 1968, Fatigue Design Handbook, SAE,  
New York. 
[9]  Conway, J.B., and Sjodahl, L.H., 1991, Analysis and 
Representation of Fatigue Data, ASM International, 
Materials Park. 
[10]  Kaufman, M., 1984, “Properties of Cast Mar-M 247 for 
Turbine Blisk Applications,” Superalloys 1984, M. Gell et 
al., eds., Metallurgical Society of AIME, Warrendale,  
pp. 43–52. 
[11]  Howmet Turbine Components Corporation, “TB 3000: 
Grainex Cast Mar-M 247 Alloy,” Howmet Turbine 
Components Corporation, Greenwich. 
 

NASA/TM—2004-212985 7



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Photoshop 5 Default CMYK)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /sRGB
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveEPSInfo false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
    /Arial-Black
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /Times-Bold
    /Times-BoldItalic
    /Times-Italic
    /Times-Roman
    /TimesNewRomanMT-ExtraBold
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Average
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Average
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Average
  /MonoImageResolution 300
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


